
Vivago LOCATE –GPS tracking (IP) 

Features LOCATE

Manual alarm x

Voice connection x

GEO fence alarm x

Low battery alarm x

Location information and a map link in the alarm message x

Connection monitoring x

Vista version Vista 6.4 required

Data transfer method Mobile phone network (GPRS, port 5050)

Technical specifications

Dimensions and weight 61 mm x 43 mm x 16 mm, 35 g

Case material PC plastic

Battery voltage/ capasity/ type 3,7V / 800mAh / LiPo

Battery operating time 1 – 2 days

Charging voltage 5V DC

GSM frequencies 900/1800/850/1900 MHz

SIM card type Micro SIM (3FF)

Accuracy of positioning < 2,5 m

GPS chip U-blox 7 (AGPS support)

Voice connection Full Duplex

Configuration settings method SMS

Operating conditions Operation temperature -20 °C ...+ 80 °C

Storage temperature -40 °C ... +85 °C

Humidity range 5 % ... 95 % non-condensing

Degree of protection IP66

Recommendations for the SIM card subscription

Advertising blocked

Secret phone number

Voice mail service disabled

PIN code request disabled

Data packet (the amount of data max. 10 Mb/month when transmit interval is 1 minute)
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Fact sheet
Vivago LOCATE is a tracking solution for outdoor use. Vivago LOCATE solution provides the location 
of its user for the nursing staff when there is a need to locate a person. Vivago LOCATE solution is 
also suitable to enhance nursing staff’s safety. It can be used as a panic alarm button e.g. by home 
care staff.

Vivago LOCATE solution consists of LOCATE tracker, Vivago Vista software and a smartphone or 
tablet for receiving alarms. The received location information can be opened in the mobile device 
either with the internet browser or Vivago MOBILE application. The alarm receiver can also call to 
the locator to find out the need of help.


